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Preface. 


The bench machines illustrated in this catalogue have been designed 
to meet the requirements of the manufacturers of Sash Cords, 
Log Lines, Blind Cords, Boot, Shoe, and Corset Laces, and Round or 
Flat Elastic Tapes, etc., etc. 


In this, the 2nd issue of this catalogue, the contents will again 
illustrate that we retain our position as the leading Manufactuers 
of Braiding Machinery. 


The present era is one of achievement, as recent events both on 
land and sea have so vividly demonstrated, and no progressive 
business can afford to mark time in the midst of such developments, 
and as shown throughout these pages the construction and speed 
of our machines have progressed with the times. 


All our machinery is produced at our Bolton Works which are fitted 
with the most modern and up-to-date tools. 


The confidence of our friends in putting their problems before us 
has been appreciated in the past, and our experts are always 
available at the works or for visits at short notice. 


In conclusion, may we again heartily invite interested manufacturers 
to visit our works at any convenient opportunity. 
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DO YOUR BRAIDING MACHINES COMPLY WITH THE 
NEW FACTORY ACT 

WHICH STATES AS FOLLOWS ?- 

SECTION 13, Para. I “ Every part of the transmi ssion machinery shall 
be securely fenced unless it is in such a position or of such construction as 
to be as safe to every person employed or working on the premises as it 
would be securely fenced. ” 

SECTION 14, Para. 2. — “Where the Secretary of State is satisfied that there 
is available and suitable for use in connection with the machinery of any class 
any type or description of safety device which 

(a) Prevents the exposure of a dangerous part of machinery whilst 
in motion ; or 

(b) Stops a machine forthwith in case of danger, 

he may make regulations directing that the type or description of device 
shall be provided for use in connection with such class of machinery as may 
be specified in the regulations.” 

The illustrations show suitable guards fitted to our Improved High Speed Type Bench 
Braiding Machines. Careful consideration has been given to the design of these guards 
and they are in accordance with the above-mentioned Act. 
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SPECIAL FEATURES. 

(a) The guards cannot be left off the machines by the operators. 

(b) The changegears can be removed by simply releasing the front panel of 
the guard, this panel being attached by means of a strong steel chain. 

(c) The fitting of these guards does not increase the overall width of the 
machines, thus the same number of machines will fit on to your 
existing benches. 

(d) The guards are neat in appearance, well-finished, and are easily fitted. 
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CARTER’S Improved High-Speed 
BENCH BRAIDING MACHINE 


The machine shown on page 2 has been specifically designed for the 
manufacture of Sash Cords, Blind Cords, Log Lines, etc., etc. 

It is arranged with 8 or 12 Spindles or Carriers for carrying cheeses of 
yarn on cardboard tubes, or double-flanged bobbins. The machine is 
complete with specially designed grooved Haul-off Gear which is situated 
very close to the braiding point for carrying the finished material to 
the back of the machine where it falls into a skip or container. The 
Driving Pulley is 6" dia. for 2" belt, flanged one side, and machine-cut 
Horngears 4" pitch dia. with cast-iron slide plate machined both sides and 
accurately ground in the track and is complete with four changewheels. 

The above machine is fitted with our Patent “ Speedway ” Carriers, as 
illustrated on page 23, which would give a tension of 2-lbs. weight on the 
yarns that are to be braided. 

Each Carrier would make 45-55 complete cycles of the track per minute. 

Changewheels with the following number of teeth can be supplied from 
stock:- 1 5, 17, 20, 22, 25, 27, 30, 32, 35, 37, 40, 42, 43, 45, 47, 50, 52, 
54, 55, 57, 60, 62, 64, 65, 66, 68, and 70.T. 


Overall 

Size of Bobbin or 

Stitches 

per 

Minute 

Weights 

Size of 
Driving 
Pulley 

Code 

Sizes 

Cheese of Yarn 

Nett 

Gross 

Word 

I'-IO^" 

X 

r-ioi" 

X 

3'-3" high 

3" dia. x6" traverse 

180 

Cwt. Qrs. 

Cwt. Qr. 

6" dia. 

X 

2" wide 

CORSASH 

2£" dia. x 5" traverse 

220 

1 2 

2 1 


Shipping measurements can be reckoned at 75 cu. ft. per ton. 
The above particulars are approx, only. 
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BOLTON, ENGLAND. 

CARTER’S Improved High-Speed 
BENCH BRAIDING MACHINE 

fitted with CARTER’S SPEEDWAY CARRIERS. (See Page 22.) 

The machine shown on page 4 is fitted with a 14" dia. Haul-off Capstan, but a Calender 
and Front Take-off Motion for flattening the braid can be fitted. 

The machine is made in two models, one with 4" dia. Horngear, for I j|" dia. bobbin or 
cheese ; and the other with 3 2" dia. Horngear, for If" dia. bobbin or cheese. 

Details of Machines with 4" dia. Horngear. 


Description 

16 Carrier Machine 

24 Carrier Machine 

32 Carrier Machine 

Any required number 
of stitches per inch 
can be braided 

between 

If and 80 

If and 80 

If and 80 

Overall Sizes 

I'-lOf" x I'-lOf" x 

3'-3" high 

T -4i" x 2'-4f " x 

3'-3" high 

2'-5" x 2 , -8" x 
2'-IOf" high 

Horngear Speed 

272 Revs. Per Min. 

272 Revs. Per Min. 

272 Revs. Per Min. 

Stitches Per Minute... 

544 

544 

544 

Weight 

Nett : 1 cwt. 2 qrs. 
Gross : 2 cwt. 1 qr. 

Nett : 2 cwt. 
Gross : 3 cwt. 2 qrs. 

Nett : 2 cwt. 1 qr. 
Gross : 4 cwt. 

Code Word ... 

CORLENT 

CORWELE 

CALCOROD 


Details of Machines with 3 2" dia. Horngear. 



Any required num- 
ber of stitches per 
inch can be braided 
between 

Overall 

Sizes 

Horn- 

gear 

Speed 

Stitches 

per 

minute 

Weight 

Code 

Word 

16 

Carrier 

Machine 

If and 80 

1 '-9" x 
I'-lOf" x 
3'-3" high 

300 

Revs. Per 
Minute 

600 

Nett : 

1 cwt. 1 qr. 
Gross : 

2 cwt. 

CORLENTENT 

24 

Carrier 

Machine 

If and 80 

2'- 1 " x 

I'-l 1" X 

3'-3" high 

300 

Revs. Per 
Minute 

600 

Nett : 

1 cwt.3qrs. 

Gross : 
3cwt.2qrs. 

CORDOVE 

32 

Carrier 

Machine 

l§ and 80 

2-4" x 
2'- 1 " x 
T 1 Of "high 

300 

Revs. Per 
Minute 

600 

Nett : 

2 cwt. 
Gross : 
3cwt.3qrs. 

CALC ANT 

40 

Carrier 

Machine 

If and 80 

2'-8" x 
2'-5" x 
2'IOi"high 

300 

Revs. Per 
Minute 

600 

Nett: 
2cwt.3qrs. 
Gross : 

5 cwt. 

CORDROLL 

48 

Carrier 

Machine 

If and 80 

2'— 1 1" x 
2'-8" x 
2'IOf"high 

300 

Revs. Per 
Minute 

600 

Nett : 

3 cwt 1 qr. 

Gross : 
6cwt. Iqr. 

CORLASTING 


Shipping measurements 75 cu. ft. per ton. 

Changewheels with the following number of teeth can be supplied from stock: — 15, 17, 
20, 22, 25, 27, 30, 32, 35, 37, 40, 42, 43, 45, 47, 50, 52, 54, 55, 57, 60, 62, 64, 65, 66, 
68 and 70. T. 


The above particulars are approx, only. 
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CARTER’S Improved High-Speed 
BENCH BRAIDING MACHINE 

FOR FLAT ELASTIC OR TAPES. 

Fitted with CARTER’S SPEEDWAY CARRIERS. 

(See Page 22.) 

Made with 3*2" dia. Horngear, size of bobbin or cheese, \\" dia. 

DETAILS OF MACHINES. 



13 Carrier 

1 5 Carrier 

17 Carrier 

21 Carrier 

25 Carrier 

29 Carrier 

37 Carrier 

Ascription 

Machine 

Machine 

Machine 

Machine 

Machine 

Machine 

Machine 

Overall 

\'-7"x\'-5" 

vr x i 'Si" 

1 '9i* x 1 6" 

T 1 0" x 1 '6±" 

ri r x V7" 

2-2" X 1 '-r 

2 8" x2'l£" 

Size 

x 2 -7" high 

x 2' -7" high 

x 2 -7" high 

x 2 -7" high 

x 2' -7" high 

x 2' -7" high 

x 2' 1 0" high 

srn v Art. 
ar L Silk 

180 

180 

180 

180 

180 

180 

180 

eed } Cotton 

300 

300 

300 

300 

300 

300 

300 

tch’s \ Art. 
>er f Silk 

360 

360 

360 

360 

360 

360 

360 

nute 1 Cotton 

600 

600 

600 

600 

600 

600 

600 

Material ... 

6’s 

7’s 

8’s 

10’s 

1 2’s 

I4’s 

18 s 

'Jett 

Weight ... 

3 qrs. 0 lbs. 

3qrs. I4lbs. 

1 cwt. 8 lbs. 

1 cwt. 1 qr. 

1 cwt. 3 qrs. 

2 cwt. 

2 cwt. 1 qr. 

3ross 








Weight ... 

1 cwt. 1 qr. 

1 cwt. 2 qrs. 

2 cwt. 

2 cwt. 2 qrs. 

3 cwt. 

3 cwt. 2 qrs. 

4 cwt. 

lode 

Word 

CORETH 

CORTAPE 

CORFLAT 

CORONE 

CORFOW 

CORNINE 

CORRIC 


Shipping measurements can be reckoned at 75 cu. ft. per ton. 

The above particulars are approx, only. 

Changewheels with the following number of teeth can be supplied from 
stock:- 1 5, 17, 20, 22, 25, 27, 30, 32, 35, 37, 40, 42, 43, 45, 47, 50, 52, 
54, 55, 57, 60, 62, 64, 65, 66, 68, and 70.T. 
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BOLTON, ENGLAND 


CARTER’S IMPROVED HIGH-SPEED “A” 
TYPE BENCH BRAIDING MACHINES. 


The battery of machines, as shown on the bottom of page 8, has been 
specially designed for the manufacture of Round Braided Cords, Boot, 
Shoe, and Corset Laces, and Artificial Silk or Cotton Elastic, Tapes, etc. 
Also all kinds of small braids, both tubular and flat. These machines can 
also be supplied on legs with one, two, or three heads as shown at the 
top of the same page. 

These machines can be supplied with any number of spindles or carriers, 
each spindle being arranged to hold a cheese on a cardboard tube, or a 
bobbin of yarn, IJ* dia. x 3^" traverse x§" dia. barrel. Tension weights of 
l-oz., l^-ozs., and 2-ozs., can be supplied. These machines are fitted with 
carriers as illustrated on the left of page 8 or, if desired the steel box type 
of carrier, as shown on the right can be fitted, this carrying a bobbin only, 

I k" dia. x 3£" traverse x jf" dia. barrel. 

Each machine is arranged with a calendar or other type of Haul-off motion, 
so that the finished braided material can be delivered into a can or skip. 

Changewheels with the following number of teeth can be supplied from 
stock 15, 17, 20, 22, 25, 27, 30, 32, 35, 37, 40, 42, 43, 45, 47, 50, 52, 
54, 55, 57, 60, 62, 64, 65, 66, 68, and 70.T. 

These machines can be designed so as to be quickly convertible from a 
“round” machine to a “flat” machine, and vice versa. The method of 
converting is shown by the diagrams on pages 16 and 17. The production 
of these machines is 360 Stitches, or Picks, per minute. Each machine is 
arranged as an independent unit. Machines with less than 32 Spindles 
are arranged with 2 or more heads to one Calender Haul-off motion. 
CodeWord for machines : AFLAT. CodeWord for bench : ABEN. When 
ordering machines, number of Spindles or Carriers required per machine 
must be stated. 


Details of Bench to accommodate 2-65, 2-52, 3-48, and 3-32 Spindle Machines. 

Overall 

Length 

Overall 

Width 

Height 

Speed of Pulleys 

Nett 

Weight 

Shipping 

Measurements 

l4'-9" 

l'-8" 

2'— 3|" 

‘ 79 Revs, per min. 

8 cwt. 

75 cu. ft. per ton. 


The above particulars are approx, only. 
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BOLTON, ENGLAND 


CARTER’S IMPROVED S DRUM 
10 SPINDLE DOUBLE FLANGED 
BOBBIN TRAVERSE WINDER 

The machine, shown on page 10, is arranged with a single line of drums 
with 5 winding spindles on each side for holding double-flanged wooden 
bobbins. 

A creel is arranged on both sides of the machine for holding double-flanged 
bobbins 6" traverse x 3^" dia. flanges, each creel holding 30 of this size of 
, bobbin in 5 rows of 6 each. A multiple of 6 ends can thus be wound on to 
the double-flanged braider bobbins 3^" traverse, as illustrated. 

The approximate speed of the machine is 150 yards per minute per head, 
dependent on the type of yarn used. There has been great care taken in the 
designing of this machine, and it is compact and yet easily accessible to 
the operator and each winding head is under perfect control, winding up 
a very hard bobbin of yarn. 

A separate tension is applied to the yarns by the use of an ingenious 
patent unrolling device. 

Machines similar to the above can be designed to wind any bobbin up to 
6" traverse to suit customer’s requirements. 


Details of Machines. 


Horse 

Power 

Floor Space 

Nett Weight 

Gross Weight 

Code Word 

•33 

6' 2"x3' 6" 

14 cwts. 2 qrs. 

18 cwts. 2 qrs. 

DRUMWIND 


Shipping measurements can be reckoned at 56 cu. ft. per ton. 
The above particulars are approx, only. 
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See pages I & la for illustrations of machine suitably guarded to meet 
requirements of the Factory Act. 
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VARIOUS DESIGNS OF BOBBINS 
AND CHEESEHOLDERS. 

!— Balloon Spring Single Ended Cheeseholder with Malleable Iron flange 
and steel bush, inserted, to hold balloon spring firmly in flange. 

2— Cheeseholder with Malleable Iron flange, steel stem and wire ribs. 

3— Pressed steel Cheeseholder for bore, cardbord tubes. 

4— Double Flanged cardboard bobbin for polished yarn. Will fit on 
metal Cheeseholder. 

5— Double Flanged wooden bobbin with ratchet at one end. 

6— Single Ended, Ratchet Type wooden Cheeseholder, with round barrel. 

* 7— Single Ended Cheeseholder with Patent Ribbed Barrel and Ratchet 

at one end. 

* 8— Double Flanged Bobbin with ratchets at both ends and steel washers 

inserted in the centre of the flanges to prevent wear. 

9— Cast-iron single ended Cheeseholder with Patent Ribbed Barrel. 

*10— Double Flanged bobbin with cast-iron ratchet fitted at one end for 
use with Hemp, Jute, and Sisal, for making Sash Cord, Clothes Line, 
etc. 

I I— Steel Double Flanged bobbin with cast-iron ratchet at one end for use 
with Linen, Hemp, etc., for the manufacture of Cord. 

19— Pressed steel Cheeseholder, low base, suitable for taking cheese on 
cardboard tube. 

20— Pressed steel Cheeseholder, low base and wire ribbed barrel, suitable 
for taking cheese of yarn on cardboard tube. 

* Made in our “ Cartlite ” Metal, which is as strong as steel and as light as 
Aluminium. 

All the above can be made in sizes to suit customer’s requirements, or 
quoted in our Standard sizes. 
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LAY-OUTS. 

The above illustration shows the arrangement for Flat Braiding, and 
the illustration below shows the arrangement for Round or Tubular 
Braiding on a Flat Braider, which is so constructed that it can be changed 
to a Round or Tubular Braider, with one less carrier, a 33 carrier Flat 
Braider forming a 32 carrier Round Braider, and so on. 

This attachment, if required, must be specified when ordering, as it adds 
slightly to the cost of an ordinary Flat Braider. 



For illustration showing battery of machines on bench, see page 8. 
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The above illustration shows the arrangement of the Horngears, Eccentric 
Bushings, Stop-off, and Cams. With this arrangement a Round or 
Tubular Braider can be changed to a Flat Braider, with three carriers 
less, a 24 carrier Round Braider becoming a 21 carrier Flat Braider, and 
so on. 

Flat Braiders can also be stopped down to a smaller number of carriers 
with the same arrangement, a 65 carrier Braider being stopped down 
to 61, or 57 carriers, and a 125 carrier Braider to 105, 101, 97, etc., etc. 


A special 3 horn terminal gear arrangement can also be supplied to stop 
down an ordinary Flat Braider, with 5 horn terminal gears, by one 
carrier, and still remain a Flat Braider, for instance : a 33 carrier Flat 
Braider may be altered to a 32 carrier Flat Braider. 

This attachment is used for special purposes when making fancy 
braids. 

% 

The above attachments, if required, must be specified when ordering as 
they add slightly to the cost of an ordinary Flat Braider. 
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See pages I & la for illustrations of machine suitably guarded to meet requirements of the Factory Act. 
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No. of Carriers 
Per Machine 

Dia. of Horn Gear 

Illustrated on 
Page Number 

No. of Machines . . . 
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PORCELAIN 

EYELET. 


STEEL 

BACK 


COMBINED PIGTAIL 
AND RETAINING CLIP. 


STEEL WEIGHT 
WITH 

HARDENED 

HOOK. 


PAT. No. 488757. 


TEMPERED STEEL 
CATCH 


HARDENED PIN 



Carter’s Ordinary Ty p< 
SPINDLE or CARRIER 

For carrying single flanged bot 
bins for holding crosswoun 
cheeses of yarn on cardboar 
tubes I" bore, or will carr 
double flanged bobbins. 

Arranged with Cast-iron Bas< 
Steel Back, Steel Rod, bottoi 



The above Carrier is made to suit all 
sizes of cheeses or bobbins of yarn, 
and is also made to suit all makes of 
machines. For further details, see 


catch, and fitted with porcelai 
eyelets. 


Size 

No. 

Horn- 

gear 

Size of 
Cheese 
or Bobbin 

T ype of 
Carrier 

Horn- 

gear 

Speed 

0 

OJ 

ro 

X 

Carter’s 

200 

1 

4" 

1 tt'x5' 

Carter’s 

160 

IB 

r 

i-r *5" 

Butt 

160 

2 

4" 

HTx5" 

Textile 

160 
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